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ABSTRACT

This study presents an opportunity for rational utilization of poplar wood peeler cores in the production 
of glued laminated timber (glulam) beams. An approach for optimal use of small-diameter raw material with 
a circular cross-section is also proposed in order to obtain a final product in a significantly high quantitative 
yield. The applied novel method of sawing the peeler cores and subsequent combination of gluing the obtained 
lamellas allows to achieve: reduction of labor and energy consumption in the processing; rational utilization 
of this waste raw material; obtaining a product sought by consumers; opportunity to implement technology 
for the production of glulam from peeler cores. The results showed that sawing the peeler cores and obtaining 
lamellas with a trapezoidal cross-section leads to a high quantitative yield of 76,3 %. The final quantitative 
yield in subsequent technological operations in the manufacturing of engineered wood of glulam type reaches 
48,8 % of the volume of  raw material. In addition, equations have been working are used for the determination 
of the most suitable sizes of the lamellas, depending on the diameter and the kerf width. 
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INTRODUCTION

The yield of wood in the woodworking production depends mainly on the market requirements, quality 
of the raw material and sawing method. The ability to utilization of the wood waste, generated in the process 
of developing or sawing logs in the most optimal way possible will contribute to higher economic results. 
Therefore, the approach for sawing the raw material is of particular importance, especially for small-diameter 
assortments. 

The production of veneer and plywood is a result of the desire for rational use and improvement of the 
properties of wood materials (Wiedenbeck et al. 2003, Bal and Bektaş 2014, Muñoz and Moya 2018, Réh et 
al. 2019, Lengowski et al. 2020, Réh et al. 2021). One of the largest manufacturers of plywood in Bulgaria 
is „Welde Bulgaria“ company, Troyan. Poplar wood and less often other wood species, including beech are 
mainly used as raw material for developed veneer. 
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The distribution of the afforested area in hectares (Executive Forest Agency 2015) of these species in Bul-
garia is the following: Populus sp. - 23 thousand ha and Fagus sylvatica L. - 160 thousand ha. The distribution 
of wood stock in cubic meters until 2015 is as follows: Populus sp. - 3 million m3 and Fagus sylvatica L. - 33 
million m3, respectively. According to a forest management project, approximately 300 thousand m3 of dense 
mass is harvested from the poplar wood every year.

Poplars are fast-growing tree species, and their wood is soft, light and elastic. It dries and shrinks a little 
and is very easy to process (Castro and Fragnelli 2006). The poplar wood possesses a relatively low density 
(300 kg·m-3 - 390 kg·m-3). The physical and mechanical properties of this wood are relatively low compared 
to the most commonly used wood species in the industry. However, their bending strength can be compared to 
that of spruce, pine and fir wood (Balatinecz and Kretschmann 2001, Sinković et al. 2017). This gives a pre-
condition for the products obtained from this wood species to compete with the similar products from spruce, 
fir and pine.

In the process of developing the logs and extracting the veneer sheet, a significant amount of wood waste, 
veneer pieces and peeler cores is inevitably obtained. Due to the growing shortage of wood raw materials, there 
is a need for rational and comprehensive utilization of residual products from a given production (Tenorio et al. 
2011, Antov and Savov 2019). The utilization of peeler cores in the enterprises in our country has found appli-
cation mainly for the production of pallets, packaging and other products supporting the technological process.

The traditional sawing methods for small-diameter round wood assortments, which are most often used in 
the woodworking production, show a low efficiency of the machines and quantitative yield (Loginova 1999, 
Starkova 2004, Heräjärvi et al. 2004, Hernandez et al. 2005, Campbell 2013). Therefore, improving the sawing 
efficiency of this raw material will create an opportunity to reduce the production costs.

In contrast to the logs that are shaped similar to a truncated cone, the peeler cores are with almost perfect 
geometrical shape similar to that of the cylinder. Therefore, the sawing of the peeler cores, will avoid the 
consumption of wood due to the irregular shape of the cross- section, taperingness zone and curves of the tree 
trunk. These disadvantages have a significant negative impact on the final quantitative yield, especially at the 
small-diameter round assortments.

The raw material used for the production of plywood is of very high quality, which leads to the absence 
or maximum limitation of defects in the wood. The area from which the peeler cores are obtained is in the 
approximately geometric center of the logs, which is also a factor in the absence of knots and other defects, 
except of a core. The presence of defects in the wood in the manufacturing of engineered wood has a significant 
effect on the final quantitative yield. It is clear that in the central part of the logs, as well as those with a small 
diameter, there is a significant amount of juvenile wood and this will affect their physical and mechanical 
properties (Yang 1994, Zobel and Sprague 1998).

The introduction of appropriate methods for sawing and subsequent gluing in order to obtain a product that 
meets the needs of consumers will lead to a more rational and complex utilization of raw materials, reducing 
the volume of wood waste and obtaining a qualitative product for buyers.

MATERIAL AND METHODS

In our research, poplar wood peeler cores (Populus sp.), obtained in the production of plywood was used 
(Figure 1). The dimensional characteristics and the volume of the samples were measured. The quantitative 
yield of solid wood materials was calculated as a ratio of the volume of round wood assortments from which 
they were obtained. Several sawing methods of small-diameter logs were compared and the most optimal one 
for the needs of the research was chosen. An effective method for processing and subsequent gluing was also 
adopted, in order to obtain a product from engineered wood (glulam) in higher quantitative yield. 
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Figure 1: Peeler cores from the poplar wood.

Rongrong et al. (2015) considered different sawing methods of small-diameter round wood assortments 
80 mm, 100 mm and 120 mm, respectively. They found that the average quantitative yields reached following 
values:  R = 53,3 % for live sawing, R = 56,7 % for triangle sawing- R = 63,2 % for trapezoidal sawing and R 
= 82,7 % for hexagon sawing, respectively.

In the present study, four peeler cores with an approximate diameter of 100 mm were used in order to 
obtain one glulam beam. They are left to air dry for several months. After reaching equilibrium humidity (H 
≈ 20 %), the peeler cores were cut longitudinally into two semicircles using a circular saw (Figure 2-1). The 
produced materials were dried in a laboratory convection dryer (H = 8 %). In order to calibrate and obtain two 
parallel sides, the planer was used. The obtained wood lamellas were with shrinkage allowance for subsequent 
mechanical processing. To establish the actual quantitative yields in the production of a glulam beam, finger-
joints were cut in the fronts of the lamellas and subsequently spliced lengthwise. The trapezoidal cross-section 
of the lamellas was formed by means of a circular machine with the possibility of tilting the shaft at a certain 
angle. In this way, from one peeler core, which after drying reaches dimensions in diameter of 96 mm, two 
lamellas with trapezoidal cross-section were produced. Their dimensions are as follows: wide base- b1≈ 95 
mm, small base- b2 ≈ 50 mm, height- h ≈ 39 mm, as well as angle between base and sides- 60° (Figure 2-2).

Figure 2 illustrates the sequence of sawing of peeler cores in order to obtain solid wood materials with a 
maximum trapezoidal cross-sectional size, included in half of a circle. The kerf width was assumed to be 3 mm.

Figure 2: Sawing method for peeler cores and obtaining of glulam.

With the applied method of sawing from two peeler cores, four lamellas with a trapezoidal cross-section, 
which form the central part of glulam were obtained. The other two peeler cores after formation of the lamellas 
were cut into two halves (Figure 2-3). The lamellas received by this method form the outer parts of glulam 
(Figure 2-4). After gluing and arranging the adhesive package, it was pressed to obtain a final product with a 
rectangular cross-section.

The accepted method for sawing of peeler cores and the subsequent gluing of the lamellas to obtain glulam 
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was applied in laboratory conditions (Figure 3).

Figure 3: Test specimens of peeler cores lamellas for the production of glulam.

Polyvinyl acetate (PVAc) adhesive for gluing of the wood was used. Depending on the performance of 
these products, other adhesives can be used (Frihart 2015, Ogunsanwo et al. 2019, Petkov and Mihailov 2019, 
de Oliveira et al. 2020, Petkov and Mihailov 2020, Antov et al. 2020a, Antov et al. 2020b, Yusof et al. 2021). 

The method for determining the optimal dimensions of the trapezoidal cross-sections is based on the trigo-
nometric dependences resulting from an inscribed regular hexagon in a circle. They are presented in Figure 4.

Figure 4: Regular hexagon inscribed in a circle and a kerf passing through its geometric center.

Several equations were used for proposing of the most optimal dimensions of the trapezoidal  
cross-sections, based on the dependence between the diameter and width of the kerf (Equation 1, Equation 2, 
Equation 3, Equation 4): 

r a=                             (1)

3
2

rh =                      (2)
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Where:

 r - radius of the peeler core

a - side of a hexagon inscribed in a circle

 p - kerf width

h1 - thickness of the board depending on the diameter of the peeler core

According to the accepted methodology in laboratory conditions glulam with final cross-sectional dimen-
sions - 126 mm x 131 mm was obtained (Figure 5).

Figure 5: Glulam type glued beams.

RESULTS AND DISCUSSION

In the process of veneer development, a peeler cores with a final diameter is inevitably received,  
depending on the available technology of the enterprise. Their utilization is not very rational, as the peeler 
cores are applied mainly in the production of pallets, packaging, technological chips, raw materials for com-
bustion and others.

According to approximate data from “Welde Bulgaria” AD company, more than 2 thousand m3 of wood in 
the form of peeler cores is discarded all year round. This represents a serious raw material potential for ratio-
nal recycling of this waste wood in glulam manufacturing. In the present research, poplar wood peeler cores 
were used, as the company mainly processes this wood species in the production of plywood. The method of 
processing peeler cores, lamellas and obtaining glulam can also be used for peeler cores from other tree spe-
cies.

 According to the literature data, there is no research work that deals comprehensively with the production 
of glulam by utilizing the peeler cores and small-diameter round wood according to the proposed methodology. 
A minimum of four peeler cores are required to obtain a beam with the attached cross-section. It is possible 
to form a beam with a larger cross-section depending on the needs. The only condition for receiving such a 
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beam is that the outer parts of glulam are formed by the respective halves of the lamellas with a trapezoidal 
cross- section.

The theoretical quantitative yield by sawing of the peeler cores of two prisms with a trapezoidal cross 
section reach a value of R = 78,2 %. The experimentally established results showed a quantitative yield of R = 
76,3 %. This difference is due to the minimal loss of wood because of inaccurate centering during processing, 
as well as slight curves occurred after drying of the peeler cores. 

Moreover, the applied method provides an opportunity to obtain a product with a rectangular  
cross-section and the expected dimensions according to the needs of consumers. The technology for producing 
such a product is the same as for the obtaining of glulam. 

The experimentally established high quantitative yield of the received glulam beams from lamellas with 
trapezoidal cross-section reaches R = 48,8 % of the initial peeler cores volume. This is due to the fact that a 
technological operation is omitted - removal of knots and other defects. At this operation, a large amount of 
wood is cut, which significantly reduces the final quantitative yield. In many cases in the manufacturing of 
engineered wood, depending on the quality of the raw material, the final quantitative yield is twice less than 
presented in this study.

The results obtained show that this method is particularly suitable for the processing of both peeler cores 
and small-diameter round wood. In this way the latter can be used extremely  rationally in the production of 
the final product sought by consumers.

CONCLUSIONS

The proposed methodology for obtaining lamellas with a trapezoidal cross-section aims maximum 
utilization of the small-diameter round wood volume.

An opportunity for rational application of the peeler cores, which inevitably occurs during the development 
of veneer, was offered.

A method for producing a product with a rectangular or square cross-section from peeler cores at a 
significantly high quantitative yield was presented.

The formation of the trapezoidal cross-section of the lamellas can be done with a four-sided planer. This 
will shorten several technological operations. At the same time, all lamellas will have accurate cross-sectional 
dimensions and the duration of the technological process will be reduced.

In the described method for the production of glulam, inconvenience arises due to the fact that not all 
lamellas have trapezoidal cross-sections. This in turn will lead to difficulties in forming the adhesive package. 
On the other hand, the technology for gluing the lamellas will be difficult. In addition, the implementation of 
proper organization will eliminate the mentioned inconveniences.

In order to establish the physical and mechanical properties of the resulting glulam from lamellas with 
trapezoidal cross section, additional tests will be conducted.
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